
Luminaire for indoor/outdoor lighting comprising:
¬  technopolymer housing, trim, guard or screen
¬  aluminium reflector (incandescent versions)
¬  polypropylene reflector (fluorescent versions)
¬  glass diffuser, internally matt
¬  stainless steel screws (security screws available 

upon request)
¬  side entry for 16 mm or 20 mm conduits 

(drill out holes in gallery)
¬  to individually operate the lamps of the 2x13w 

version, equipped with two ballasts, requires 
two separate supply cables

¬  1x13w and 2x9w are provided with low loss 
ballast

¬  the magnetic ballasts installed in the 
fluorescent versions are equipped with thermal 
cut-off device, according to the EN 60598-1:2000 
Standard

®  Registered model

WH1
WHITE

GR3
MAT METALLIC GREY

WALL LUMINAIRE

5-YEAR WARRANTY

DIFFUSED LIGHT

CEILING 
LUMINAIRE

LAMPHOLDER W COLOUR     CLASS ; CODE NOTES 

POST 
LUMINAIRE

PACKAGE SIZE DISTANCE BETWEEN FIXING HOLES

IP 44

class II

IK04  0,5J  xx3

230V/50Hz

X

O

BK1
BLACK

  CHIP TONDO 25 

 E27 max 1x75w IAA WH1  II • 005740 d  

E27 max 1x75w IAA BK1  II • 005742 d  

E27 max 1x75w IAA GR3  II • 005744   

G23 2x9w FSD WH1  II • 005764 a  

G23 2x9w FSD BK1  II • 005766 a  

G23 2x9w FSD GR3  II • 005768 a  

G24d-1 1x13w FSQ WH1  II • 005752 ag  

G24d-1 1x13w FSQ BK1  II • 005754 ag  

G24d-1 1x13w FSQ GR3  II • 005756 ag  

G24q-1 1x13w FSQ WH1  II  055752 bg  

G24q-1 1x13w FSQ BK1  II  055754 bg  

G24q-1 1x13w FSQ GR3  II  055756 bg  

G24q-2 1x18w FSQ WH1  II  055740 bg  

G24q-2 1x18w FSQ BK1  II  055742 bg  

G24q-2 1x18w FSQ GR3  II  055744 bg  
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CHIP TONDO
design Roberto Fiorato

F IK04  0,5J  xx3

CHIP TONDO 25
31 x 42,5 x 57 cm
(master x 6)

CHIP TONDO 30
18,5 x 61,5 x 61,5 cm
(master x 4)

u o  s p p p
E27 E27  G23 G24d-1  G24q-1 G24q-1

max 1x75W 1x8W Philips Master PL 2x9W 1x13W 1x13W 1x18W

 1x11W Osram Dulux EL Longlife

 1x20W Megaman MMM 332

 1x11 GE FLE

24,8 cm 12,1 cm

8,35 cm

8,
35

 c
m

3 
cm

9,8 cm
ø 1,5 cm

7,8 cm

8,35 cm

3 
cm

8,
35

 c
m

ø 1,5 cm



 a magnetic 

  ballast

 b electronic 

  ballast

 h unit for 
  emergency light

 g lamp included

 d supplied only 
  in masterpacks

look at our 
website 
for more 

information 
on products 

LAMPHOLDER W COLOUR     CLASS ; CODE NOTES 

  CHIP TONDO 25/G 

 E27 max 1x75w IAA WH1  II • 005741 d  

E27 max 1x75w IAA BK1  II • 005743 d  

E27 max 1x75w IAA GR3  II • 005745   

G23 2x9w FSD WH1  II • 005765 a  

G23 2x9w FSD BK1  II • 005767 a  

G23 2x9w FSD GR3  II • 005769 a  

G24d-1 1x13w FSQ WH1  II • 005753 ag  

G24d-1 1x13w FSQ BK1  II • 005755 ag  

G24d-1 1x13w FSQ GR3  II • 005757 ag  

G24q-1 1x13w FSQ WH1  II  055753 bg  

G24q-1 1x13w FSQ BK1  II  055755 bg  

G24q-1 1x13w FSQ GR3  II  055757 bg  

G24q-2 1x18w FSQ WH1  II  055741 bg  

G24q-2 1x18w FSQ BK1  II  055743 bg  

G24q-2 1x18w FSQ GR3  II  055745 bg  

  CHIP TONDO 25 GRILL

E27 max 1x75w IAA WH1  II • 005746 d  

E27 max 1x75w IAA BK1  II • 005747 d  

  E27 max 1x75w IAA GR3  II • 005748   

  G23 2x9w FSD WH1  II • 005770 a  

G23 2x9w FSD BK1  II • 005771 a  

G23 2x9w FSD GR3  II • 005772 a  

G24d-1 1x13w FSQ WH1  II • 005758 ag  

G24d-1 1x13w FSQ BK1  II • 005759 ag  

G24d-1 1x13w FSQ GR3  II • 005760 ag  

G24q-1 1x13w FSQ WH1  II  055758 bg  

G24q-1 1x13w FSQ BK1  II  055759 bg  

G24q-1 1x13w FSQ GR3  II  055760 bg  

G24q-2 1x18w FSQ WH1  II  055746 bg  

G24q-2 1x18w FSQ BK1  II  055747 bg  

G24q-2 1x18w FSQ GR3  II  055748 bg  
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F IK04  0,5J  xx3

F IK04  0,5J  xx3

24,8 cm 12,9 cm

24,8 cm 12,7 cm

u o  s p p p
E27 E27  G23 G24d-1  G24q-1 G24q-1

max 1x75W 1x18W Philips Master PL 2x9W 1x13W 1x13W 1x18W

 1x11W Osram Dulux EL Longlife

 1x20W Megaman MM 332

 1x11 GE FLE

u o  s p p p
E27 E27  G23 G24d-1  G24q-1 G24q-1

max 1x75W 1x8W Philips Master PL 2x9W 1x13W 1x13W 1x18W

 1x11W Osram Dulux EL Longlife

 1x20W Megaman MMM 332

 1x11 GE FLE


